
 

DECLARATION OF PERFORMANCE 
according Annex III of the Regulation (EU) No 305/2011 

amended by Commissions delegated Regulation (EU) No 574/2014 

No VELOSIT CA 112 EU 

Unique identification code of the product-type: VELOSIT 112 EU 

Intended use/es:  
Water resisting admixture for concrete 

Manufacturer: 
VELOSIT GmbH & Co. KG 

Industriepark 7 
32805 Horn-Bad Meinberg 

Plant 04 

System/s of AVCP: 
System 2+ 

Harmonised standard: 
EN 934-2:2009+A1:2012-T9  

Qualitätsgemeinschaft Deutsche Bauchemie e.V. 
Mainzer Landstr. 55 

60329 Frankfurt 
Germany  

0921 

    



Declared performance/s:  

The performance of the product identified above is in conformity with the set of declared performance/s. 
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole 
responsibility of the manufacturer identified above. 

Signed for and on behalf of the manufacturer by: 

Dr. Jens Hofele 
(name) 

 Horn-Bad Meinberg, 6.4.2017  
 (place and date of issue) (signature) 

Annex  
According to Art. 6 (5) of the Regulation (EU) No. 305/2011 a Safety Data sheet according Regulation (EU) 
No. 1907/2006 (REACH), Annex II is attached to this Declaration of Performance.

Essential characteristics Performance Harmonised  
Technical  

Specification

Water soluble Chlorides < 0.1 %

EN 934-2: 2009  
- Annex A.1:2012

Alkali content < 12.5%

Corrosion behavior Contains components only from EN 934-1

Capillary absorption passed

Compressive strength passed

Air content of fresh concrete passed

Dangerous substances NPD


