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The manufacturer  PFEIFER SEIL- UND HEBETECHNIK GMBH
DR.-KARL-LENZ-STRASSE 66
D-87700 MEMMINGEN

declares that the following lifting device according to article 2 d) with the 

product designation PFEIFER LSP Lifting Loop (for through-bolted installation)
in the sizes 1.0 t / 1.75 t / 2.5 t / 4.0 

conforms to the regulations contained in the directives listed below on account of its design and construction
– EC machinery directive 2006/42/EC

Applied harmonised standards
–  DIN EN ISO 12100:2011-03

Safety of machinery – general design principles - risk assessment and risk reduction

The person responsible for the creation and maintenance of the technical documentation is
–  Mr. Dipl.-Ing. Christoph Neef

Manager, Development Connecting and Lifting Systems, PFEIFER Seil- und Hebetechnik GmbH

PFEIFER Seil- und Hebetechnik GmbH
Memmingen, 02/07/2012

 

ppa. Dipl.-Ing. Matthias Kintscher i. V. Dipl.-Ing. Christoph Neef
Manager, Business Area Connecting  Manager, Development Connecting and Lifting Systems
and Lifting Systems

EC declaration of conformity according to the EC machinery directive 
2006/42/EC, appendix II 1A




